


 

Single Cell Type

Module Combina tion

System Combina tion

Capaci ty (kWh)

Nomin al Volta ge (Vdc)

Volta ge Rang e (Vdc)

Char ge Curr ent

Dischar ge Curr ent

Discha rge Depth

Service Life

Thermal Managemen t Mode

Therma l runaway manag ement- 1

Therma l runaway manag ement- 2

LFP 3.2 V/ 280 AH

1P52S

8  modules in  series

372.7

1331.2 V

1164.8�j 1497.6 V

140 A/0.5 C 

140 A/0.5 C 

90% DoD

>10,000  cycles @80% DoD

Liquid coolin g technol ogy

Aerosol Extinguish ing or PFH

Water Immersio n

Bat tery Energy Storage 

Dimensions (W*D*H) (mm)

Total Weight (kg)

Operation Altitude

Noise Level @1m

IP Rating

Operating Temperature

Operating Humidity (RH)

Storage Conditions

1,300*1,300*2,340

3,500

3,000 m (>3,000 m derating)

<75 dB(A)

IP55

–20°C to 55°C

0 to 95%

–20°C to 30°C, Up to 95% RH, non-condensing
State of Energy (SoE): 50% initial

General Parameters

Communication Interface

Warranty

Certifications*(pending)

CAN, RS485, Wi-Fi

10-Year

UL1973/UL9540A/IEC62477-1/IEC61000-6/2/4/UN3536

System Characteristic

SP-BESS-372K


